At SUPERMARKET GENSET, we always tell customers what will produce the greatest result given their situation 


Genset 

Model 

Power 

Power 

Engine Type 

No. of 
cyl. 

Fuel 

(Itr/hr) 

Oil cap. 
(liter) 

Open type 

Silent type 

Output 

(kVA) 

Output 

(kW) 

Dimension (mm) 
Approx (pxlxt) 

Dry weight 
Approx.(kg) 

Dimensi (mm) 
Approx.(pxlxt) 

Dry weight 
Approx.(kg) 

SG9P 

9 

7,2 

403D-11G 

13 

3 

4,9 

1350 x 600 x 1000 

270 

1650x800x1100 

620 

SG 13.5 P 

13,5 

10,8 

403D-15G 

13 

3,7 

6 

1350 x 600 x 1000 

360 

1650x800x1100 

710 

SG 20 P 

20 

16 

404D-22G 

14 

6,2 

10,6 

1480x600x1100 

400 

1800x900x1100 

850 

SG 30 P 

30 

24 

1103A-33G 

13 

7,1 

7,9 

1800 x 900 x 1000 

650 

2000 x1000 x1200 

1130 

SG 45 P 

45 

36 

1103A-33TG1 

I3T 

10,7 

7,9 

2000x900x1100 

710 

2250x 1100x 1300 

1320 

SG 60 P 

60 

48 

1103A-33TG2 

I3T 

14,1 

7,9 

2100x950x 1150 

800 

2500x1100x1450 

1410 

SG 65 P 

65 

52 

1104A-44TG1 

I4T 

14,8 

8 

2100x950x 1150 

810 

2500x1100x1450 

1450 

SG 80 P 

80 

64 

1104A-44TG2 

I4T 

18,7 

8 

2100x950x 1150 

840 

2500x1100x1450 

1640 

SG 100 P 

100 

80 

1104C-44TAG2 

I4T 

22,6 

8 

2300 x 1000 x 1250 

1100 

2750x 1150x 1500 

2100 

SG 135 P 

135 

108 

1106A-70TG1 

I6T 

30,2 

18 

2500 x1000 x1300 

1160 

3000 x1200 x1600 

2300 

SG 150 P 

150 

120 

1106A-70TAG2 

I6T 

33,4 

16,5 

2700 x 900 x 1545 

1200 

3000 x1200 x1600 

2450 

SG 180 P 

180 

144 

1106A-70TAG3 

I6T 

41,6 

16,5 

2700 x 900 x 1545 

1470 

3500 x1300 x1800 

2530 

SG 200 P 

200 

160 

1106A-70TAG4 

I6T 

45,8 

16,5 

2960x 1190x 1720 

1990 

3000 x1200 x1600 

2800 

SG 250 P 

250 

200 

1506A-E88TAG3 

I6T 

56 

31 

2960x 1190x 1720 

2210 

3500 x1300 x1800 

3225 

SG 300 P 

300 

240 

1506A-E88TAG5 

I6T 

65 

41 

2960x 1190x 1720 

2600 

4000 x1400 x 2000 

3600 

SG 350 P 

350 

280 

2206C-E13TAG2 

I6T 

75 

40 

3600x1110x2070 

2860 

4000 x1400 x 2000 

4560 

SG 400 P 

400 

320 

2206C-E13TAG3 

I6T 

85 

40 

3600x1110x2070 

3020 

5000 x 1600 x 2200 

4700 

SG 500 P 

500 

400 

2506C-E15TAG2 

I6T 

100 

62 

3700x1110x2145 

3750 

5000 x 1600 x 2200 

5850 

SG 650 P 

650 

520 

2806A-E18TAG2 

I6T 

132 

62 

4200x1200x2145 

4250 

5000 x1800 x 2200 

6800 

SG 750 P 

750 

600 

4006-23TAG2A 

I6T 

155 

113,4 

4280x1400x2145 

6600 

6000 x 2000 x 2200 

7950 

SG 800 P 

800 

640 

4006-23TAG3A 

I6T 

162 

122,7 

4280 x1400 x 2290 

6600 

6000 x 2000 x 2200 

7950 

SG 1000 P 

1000 

800 

4008-TAG2A 

I8T 

195 

153 

4940 x1900 x 2250 

7490 

7000 x 2400 x 2250 

8950 

SG 1250 P 

1250 

1000 

4012-46TWG2A 

V12T 

262 

177,6 

5650 X 2250 X 2400 

9230 

Optional 

N/A 

SG 1500 P 

1500 

1200 

4012-46TWG4A 

V12T 

316 

177,6 

5650X2250X2400 

9720 

Optional 

N/A 

SG 1750 P 

1750 

1400 

4016TAG 

V16T 

341,6 

237,2 

5650X2250X2400 

10155 

Optional 

N/A 


® Follow us on instagram @supermarketgenset to see our products & projects 
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All information in this documents is substantially correct at the time of printing, but may be altered subsequently by the company. 
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Genset 

Harga 

Supermarket 

III 


For Prime & Standby Operation 




Perkins 


Applications: 

Industrial, Construction, Mining 
Plantation, Shipping, Office 
Hotel, Hospital, Supermarket 
Restaurant, Commercial. 
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SUPERMARKET GENSET provides one-stop shopping and solution for power generating needs. 



Key Features 

High quality and standardize metal sheet for silent 
enclosure type with surface treated and powder coating 

B finished ready for outdoor application. 

Utilizing the best sound-proofing and fire resistant material 
for maximum sound-dampening. 

Accurately calculated ventilation system designed for 
maximum cooling capacity. 

Rigid baseframe construction with low level vibration. 
Lifting hook for easy handling (< 80 kVA). 

Door lock for protection of unauthorized usage. 

Powered by Yanmar diesel engine, the best engineering 
solution for the ultimate peace of mind. 

Tropicalized radiator specifically selected for area with 
high humidity and temperature. 

Easy-to-use-and-monitor control panel with AMF-ready 
module. 


Whether prime power or standby 
power, open or sound attenuated, 
our Perkins-powered generator sets 
provide the most comprehensive 
capacity range. Covering all fields 
from small-to-big applications and 
rewarding our confident customers 
with unparalleled operating 
economy, outstanding efficiency 
and proven power reliability. 


It powers 

here. 

it powers 

there. 

_ur 

generator set 

powers 

everywhere 
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SUPERMARKET GENSET provides objective and reliable solution. Technically and economically 









































